


SW 75/80/85 mono/R5E

SolarWorld AG reserves the right to make specification changes without notice.
IEC 61215
Safety class II
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Component materials
Cells per module 36
Cell type monocrystalline silicon
Cell dimensions 125 x 125 mm2

Thermal characteristics
NOCT 45.5°C
TC Isc 0.036 %/K
TC Voc -0.33 %/K

System integration parameters
Maximum system voltage SC II 715 VDC

Additional data 
Power tolerance +/- 5 %

Performance under standard test conditions
SW 75 SW 80 SW 85

Maximum power Pmax 75 Wp 80 Wp 85 Wp
Open circuit voltage Voc 21.7 V 21.9 V 22.1 V
Maximum power point voltage Vmpp 17.3 V 17.5 V 17.8 V
Short circuit current Isc 4.80 A 5.00 A 5.20 A
Maximum power point current I mpp 4.34 A 4.58 A 4.78 A

Performance at 800 W/m2, NOCT, AM 1.5
SW 75 SW 80 SW 85

Maximum power Pmax 53.6 Wp 57.2 Wp 60.8 Wp
Open circuit voltage Voc 19.6 V 19.8 V 20.0 V
Maximum power point voltage Vmpp 15.5 V 15.7 V 15.9 V
Short circuit current Isc 3.97 A 4.13 A 4.30 A
Maximum power point current I mpp 3.46 A 3.64 A 3.81 A

Minor reduction in efficiency under partial load conditions at 25°C: at 200 W/m2, 92% (+/- 10%) of the STC efficiency (1000 W/m2) is achieved.
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Junction box with cable terminals and 4 grommets

series connection open junction box

parallel connection (max. 3)


